
XLS-812300

• Capacity from 
118 TB to 428 TB

• Scales easily up to 
12 LTO tape drives

• Readily expands 
up to 535 tapes

• Eight independent 
host connections

• X-Link advanced 
single-view, browser-
based interface

• Optional 6U or 8U EIA 
auxiliary rack modules 
for switches, servers, 
appliances, etc.

THE XLS-812300
brings the power of Qualstar’s 
Simply Reliable XLS Enterprise
Tape Library design to users 
with more modest storage
requirements, while delivering
enhanced levels of intelligence,
flexibility, scalability, and ease 
of use coupled with our proven
record of reliability and value.

XLS combines Compass
Architecture™, an advanced
robotics design that yields 
lower power consumption, 
superior reliability and high 
storage density, and X-Link™,
a single-view, worldwide 
management interface, with 
N+1 power management, 
redundant cooling, and 
hot-swap components in a 
single, cost-effective library. 

XLS ADVANCED 
MODULAR DESIGN
The XLS-812300 starts with 
295 tapes and grows in easy
increments to 535 tapes as 
storage requirements increase.
Cartridge slots and tape drives
are readily added in the field 
to increase data throughput 
and expand capacity.

When additional storage is
required, one or two Expansion
Pods add 120 cartridge slots
each, bringing the total capacity to
428 terabytes using typical LTO 3
data compression technology, 
in a very compact, efficient
design. If more data transfer
capability is required, one or 
two additional drive bays can 
be easily installed. Each bay
houses up to four LTO Fibre
Channel or SCSI tape drives. 

Eight logical partitions, each 
with its own control path, are
built into each XLS-812300. 

E N T E R P R I S E  L I B R A R Y  S Y S T E M

XLS-812300 4 295 118 TB 1.1 TB/hr 13.9 34

XLS-812300 + 2 Expansion Pods 12 535 214 TB 3.4 TB/hr 17.4 43

XLS-812300 CONFIGURATIONS
Tape Drive Cartridge Native Capacity Native Data Rate Terabytes per Cartridges per

Slots Slots with LTO 3 with LTO 3 Square Foot Square Foot

** Includes optional cartridge slots 

**

Drive Bays - Standard 1 with 4 drive slots

Drive Bays - Optional Add 1 or 2 more bays
with 4 drive slots in each

Cartridge Slots - Standard 295

Cartridge Slots - Optional Expands to 535

I/O Slots - Standard 10 slots with removable magazine

I/O Slots - Optional Add 10 more slots*

Equipment Bay Options 6U or 8U

Supported Tape Drives LTO 3 and LTO 4  FC or SCSI

Library Interfaces FC or SCSI, added in
increments of 2 (maximum 8)

N+1 Power Optional

XLS-812300 HIGHLIGHTS

* Subtracts 10 tape slots   Delivery TBA

• DATA-GUARD“ UPS 
delivers built-in power 
failure protection for 
the library robotics

• Inventory Sentry“

senses whether tapes 
have actually been moved 
when a door is opened

• Hot-swappable power 
supplies, cooling fans, 
and tape drives 

• MTTR for any service 
operation is less than 
30 minutes

• Remote access by 
Qualstar Technical 
Support speeds 
monitoring and diagnosis

XLS-812300 shown with two optional side Expansion Pods
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